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ABSTRACT
In this research paper physico-chemical characteristics of Godavari river at Nanded district were studied. The parameters studied were pH, total 
disssoved solids, total suspended solid, total hardness, calcium hardness, alkalinity, Cloride and dissolved oxygen. The valve of these parameters 
were found in extra amount as prescribed by WHO. It can be concluded that the water parameters which were taken for this study  are above the 
pollution level for surface water which does not satisfy their requirement for the use of various purposes. A brief attempt has been made to study the 
extent of change in the quality standards of water mentioned by World health organisation (WHO). 
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INTRODUCTION:
In India 14 major rivers are source of water. Water, the universal 
solvent because of high dielectric constant has the property of 
dissolving most of the substances but the access of these substances 
leads to water pollution (Gautam, 1990). Water bodies are polluted due 
to various reasons like domestic waste industries and urban waste and 
agriculture waste also. These factors results in the deterioration of 
water quality of the various water bodies (Chakra borty et al., 1959). 
Godavari river is polluted due to different reason. Tiwari, 2004 studied 
the pollution potential of river Pandu contaminatied heavlily by the 
discharge of various industries. Untreated sewage damage to aquatic 
life and detoriate equality of water also. Various cities are developed at 
the bank of river.But unfortunately some rivers are being polluted by 
indiscriminate disposal of sewage and industrial wastes (Trivedy, 
1990). The present study aims to check the physical chemical  
parameters of Godavari river which is polluted by Garbage domestic 
waste and industrial waste of Nanded city.

MATERIAL AND METHODS
Study area
Geographically, Nanded city city situated in Maharashtra state on 
Deccan plateau.Godavari river is the main river in Nanded and nearby 
places. One small dam Shankar Sagar situated on Godavari river at 
vishnupuri Nanded.Godavari river provide water for agriculture and 
industries in Nanded area as well as another area situated near Nanded. 
In addtion to there was a large and small slum encroachments along the 
bank of the river. This encroachment of bank of the river has a resulted 
into a drastic situation where the river Godavari (now becomes as a 
Drainage) has slowly dried up.

Nanded is a tropical zone there for temperature ranges from 21 degree 
Celsius to 39 degree Celsius.

Collection of Samples
The water samples were collected from surface near the margins of 
the small river between 8:30 am to 6:00 am in one litre glass bottles 
at each selected site. After addition of appropriate preservatives like 
magnesium sulphate, alkyl iodide and sulphuric acid at the sampling 
sites, the collected water samples were transferred immediately to 
water testing laboratory, for analysis of various physico- chemical 
parameters. The brief details of sampling site are presented in the 
Table 1.

Table 1 Brief Detail of Sampling Sites

Methodology
Analysis was carried out for various water quality parameters such as 
pH, Electrical conductivity (EC), Total dissolved solids (TDS),Total 
suspended solids (TSS), Total hardness (TH), Alkalinity, Chloride, and 
Dissolved oxygen(DO) using standard method as mentioned in 
APHA,1985.The reagents used for the analysis were AR grade and 
double distilled water was used for preparation of solution.

RESULT AND DISCUSSIONS
The results of the physico chemical analysis of different sampling sites 
are presented in Table 2.

pH of River Godavari ranged from a minimum of 5.4 to 6.5, 6.1 to 6.4 and 
5.3 to 5.9 at site A, B, and site C respectively. The obtained results 
indicate that the water of Godavari at  all the sites is slightly acidic which 
can be attributed to the regular discharge of domestic sewage in the river 
disposal of automobile /workshops waste and industrial waste.

Table 2 . Physico- Chemical Characteristics of Water Samples of 
Harmu River, Ranchi

Electrical conductivity (EC) is a measure of capacity of solution to 
carry an electrical current. It is parameter for dissolved as well as 
dissociated substances and indicates the concentration of dissolved 
electrolytes. The premissible value of EC for drinking water is 300 
micromhos/cm (Sreenivas et al., 2006). EC were maximum at site A 
and the minimum were recorded at site B. In the present study, 
(sampling site A and site C) which are loaded with waste water and 
domestic sewage from several houses showed maximum levels of 
conductance in the water.

Total dissolved solids (TDS) indicate the general trend of the water 
quality of the surface water bodies. In natural water, total dissolved 
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S.No Site code Sites Description
1 Site A Near to New Bridge Where the River Godavari  

enters the city.

2 Site B Near to  Kawatha Located in the middle of the 
course of the River Godavari 
through the city.

3 Site C Near to Old Bridge 
Dhanegaon

Where the River Godavari 
just leaves the city

S.
No

Parameters WHO
Standard,
1984

Site A Site B Site C

Ranges Ranges Ranges

1 pH 7.0 -8.5 5.4 - 6.5 6.1-6.4 5.3-5.9
2 EC(micros/cm) 0.300 0.885-0.987 0.674-0.733 0.786-0.824

3 TDS, mg/l 500 666 -687 465- 490 561-589

4 TSS, mg/l - 169-189 133-154 153-175
5 Total Hardness, 

mg/l
100 217-246 199-219 187-233

6 Alkalinity, mg/l 100 411-435 242-259 316-332

7 Chloride, mg/l 200 341-343 261-275 288-297
8 Dissolved 

Oxygen, mg/l
5.0 3.4-3.5 3.3-3.8 3.6-3.9
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solids are composed mainly of carbonates, bicarbonates, chlorides, 
phosphates and nitrates of calcium, magnesium and other particles.

The  effect of presence of total dissolved solids  (T DS)  in  r i v er  wa t 
e r  is the turbidity due to   p r e s e n c e o f silt c o nt e n t and organic 
matter. During the present study, minimum values of TDS were 
recorded at site B ( 465- 490mg/l) and maximum were at site A (666-
687 mg/l).The water samples having high TDS value cannot be used as 
a drinking as well as construction purposes. The maximum values at 
site A may be due to the presence of several types of suspended 
particles, manmade religious activities, run-off from many bathing 
Ghats, dumping of solid wastes.

Total suspended solids (TSS) the higher concentration of total 
suspended solid in river is  an index that it is more polluted. In the 
present study, the values of site A, B and C were in the range of 169-189 
mg/l, 133-154 mg/l and 153-175 mg/l respectively.

Total hardness mainly depends upon the dissolved salts present in 
water.The water is classified as very hard if the values exceed 180 mg/l, 
therefore water of the river can be considered as hard. Hard water also 
forms deposits that clog plumbing. These deposits, called "scale", are 
composed mainly of calcium carbonate (CaCO3), magnesium 
hydroxide Mg(OH)2 , and calcium sulphate (CaSO4).The following 
equilibrium reaction describes the dissolving/formation of calcium 
carbonate sclaes:

2+ -CaCO3 + CO2 + H2O ⇋ Ca + 2HCO3
Ÿ As water moves through soil and rock, it dissolves very small 

amounts of minerals and holds them in solution. Calcium and 
magnesium dissolved in water are the two most common minerals 
that make water "hard." Calcium and magnesium ions can be 
removed by water softeners. In the present study, it has been found 
that total hardness ranges from 217-246 mg/l at site A, 199-219 
mg/l at site B and 187- 233 mg/l at site C respectively. This is due to 
discharge of domestic sewage, washing clothes, animals in the 
river. Alkalinity imparts a bitter taste and sour taste to water 
bodies. Alkalinity depends on pH, CO2 and chloride. The high 
value of alkalinity indicates the presence of weak and strong base 
such as carbonates, bicarbonates and hydroxides in the water body 
(Abssi et al., 1999; Jain et al, 1997).In the present study, the values 
of siteA, B and C were in the range of 411-435 mg/l, 242-254 mg/l 
and 316-332 mg/l respectively. This may be due to dry season with 
concentration of salts, high carbonate content and discharge of 
domestic sewage in the river. The high alkalinity in the study area 
is also due to the presence of high carbonate content in the water 
samples.

-Chloride (Cl ) is one of the major anions found in water and are 
generally combined with calcium, magnesium, or sodium. The 
maximum chloride contents were recorded at site I (341 -343 mg/l) and 
minimum at site B (261-275 mg/l). This may be due to contaminated 
with local sewage, local drains and domestic effluents.

Dissolved oxygen (DO) is an important water quality parameter for 
various purposes. DO levels in surface water body indicate the ability 
to support aquatic life. In the present study, DO vary from 3.4- 3.5mg/l 
at site A, 3.3 -3.8mg/l at site B and 3.6 -3.9 mg/l at site C. The amount of 
DO in water has been reported not constant but fluctuates, depending 
on the local temperature and depth of the water bodies. The decrease in 
DO at site I may be attributed to absence of little turbulence in the river 
water and dumping of effluents along with urban garbage.

CONCLUSION
The study shows that the river Godavari different very badly due to 
different pollutant like urban waste, d o m e s t i c s e w a g e , which 
enters the river from both the banks during its course through the heart 
of Nanded city. Direct discharge of human and animal waste not only 
imparts the quality of water but also affects the health of the people 
down stream of Nanded city where the same water is used for washing, 
bathing and sometimes for drinking p u r p o s e s . The urban runoff and 
continuous dumping of waste materials especially sanitary waste are 
affecting the water quality of river Godavari. There is considerable 
need for better understanding of these small rivers so that they can be 
managed effectively.
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